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CERTIFICATO DI COLLAUDO
ABNAHMEPRUEFZEUGNIS
INSPECTION CERTIFICATE
CERTIFICAT DE RECEPTION
EN 10204 (2004) , 3.1

QUALITY MANAGEMENT SYSTEM CERTIREDBY LLOYD'S REGISTER

35100 VICENZA (talia) - Vide della scienza, 25 z.i.
Telefono 0444 968211 - Fax (444 963835

Stab.: 38100 BOLZAND (Malia) - Via A Vaolta, 4/37
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LOVARTSGATAN 7
65221 - KARLSTAD - SWEDEN - 5E

Produttore . ACCIAIERIE VALBRUNA S.P.A.

Harsaa loram ALising podusica

Ordine nt: R32328  HARLAD P
Deatarl

VRl
Commands

Tipo di Elaborazione: E+AQD

Erachmazungsariie ing pmosssMods damboaton

Stato di fornitura :  Hot rolled - Annealed Peeled

Lsdarrussand ! Deliery 5tm0e

Certificaton: MEST780150/2015/
PrifungTastEssal

Conferma ordine nr: SP15003112
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Marchio di Fabbrca:

Zaichan das Lisdermwarka s
Trada mark
Sgadalusing pmduyica

FPunzone del Collaudatore:

Esat da livaaigon Snera | d e Ve E R AN g en NR
FIEpECcor s S48 pPangon de T amawur
Specifiche:
An ol enangen | Raquimments | Exigancas
ASME SB408 2013 NO8810 A (0) ASME SB564 2013 NOBB10 A (1) ASTM B408 2008 NO8810 A
ASTM B564 2011 NOBB10 A (2) BS 3076 89 NA 15H A HW NACE MR0103 2010 NOB800 A
NACE MRO175 2002 NO8B00 A
(D}SECTION | PTE 2013 EDITION {1}SECTION I PT.B 2013 EDITION
{1Chemical analyss only and mechanical pro perfies. {2 YChemical analysis only and mechanical properies.
Qualita: S00/800H/B00HT
e s 308G e Huarion
Marca: ; - NOBB10/MA15H
Tolleranza: k12 Punzonatura:
:ﬂmmq - AN1 o Tellemn sl Joprance KennzeichnungMarkingMarquage
Pos. n I t_ L I K"”"G"S"}”@ R N | ez -1 Colata Pezzi Peso - KG Lotto nr.
B | B - g e - a A e bl i el
P poas Camoriz U B O QU ol s Pisas Pakm Lt 1w
0010 Round 20,000 4400/ 4400 267077 440,0 509008460
TEST ALLO STATO DI FORNITURA,
Test on delivery condition Priefung auf ieferbereitem produkt test a Metat de fourniture Prueba sobre el material asl come enfregado
11 L=engudnaalings. Trasesaalyue. D=Taneeak fang enial
Provena/ Preas Paz | Snervamentoc | Snervamento | Resistenza Allungamento Strizione Resilienza Durezza
Sip acim e prasata SBQW %nmlgmm ?wml:rtmt _.‘MMM b i i g Ensmanng r«ruml?mrut e
TEST Laq%.mapuw a [ra— |dr!;:n-||l|g u e o mli;;‘::;:b Flangation - Hmlsr:‘:;:nn In;r:'l:‘.:;n I'hu‘n:;'m
g < [ 1 . ) =z RA HE
¥y T I- e " *® %
Valon chiesti min 172 200 450 30 30 - - -
e | max 325
A | 10 20 |L [ 284 306 566 44 | 47 | 73 73 | | [0 |
TESTALLO STATO DI FORNITURA,
Test on delivery condition / Priefung auf lieferbeneitem produkt / Test a Metat de foumiture / Prueba scbre el matenal as| come entregado
TEST min 8K
A |Grain size for ASTM E112 5 1
Analisi chimica
C R Echs Zusarn men sstung O hemica An sl s dnayes chimigus
Colwa  Mem |mn 005 |- . 12,00 . 30,00 015 015 . 39,50
SchmeimiCoule | o0 o | 100 1,50 .00 200 075 3500 200 as0 50 0.015 .
C % Si% [Mn% | Cr% |[Mo% |Cu% | Ni% [Co% | Ti%e | Al% S% | Fe%
267077 007 | 037 | 097 | 2018 019 | 025 | 3099 0,09 | 053 | 051 | 0001 | 4529
Coata Maat |min 3000
ScmemCoulie |0 asag
Ni+Ca %
267077 31,08

Reduction ratio = 4856 1
Material annealed 1150°C for 3 H fwater.
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Controlio visivo e dimensionale: soddisfa le esigenze
Besiciiguigurd Ausmessung. ofne Baan standung

isual inspecion and dmansional checks sadsfacaony

Conrdle visual of dimansions: saidasan

Il collaudatore di stabilimento | der Werks sachvers

M. R|zzc554¢’

Vicenza, 13M0M15
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